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NEMA PHASING
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OPERATION

PHASING NOTES:

I. PHASES ASSOCIATED BY A SOLID LINE WILL NOT OPERATE 'CONCE;!RRENTLY.
2. PHASES ASSOCIATED BY A DASHED LINE WILL OPERATE CONCURRENTLY.
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GENERAL NOTES

THE CONTRACTOR MUST VERIFY THE LOCATION OF ALL
PROPOSED GEOMETRICS PRIOR TO INSTALLING SIGNAL"

CONSTRUCTION DETAILS

INSTALL 27 FT. TWIN STEEL POLE WITH 50 FT. AND 70 FT. ARMS
(NOTE: |-3 IN, SCHEDULE 80, 90 DEGREE PVC ELECTRICAL CONDUIT

IN POLE BASE); BLACK FACED LED TRAFFIC SIGNAL HEADS; PEDESTRIAN
PUSH BUTTON, SIGNAL HEAD AND SIGN (SIGN TO READ 'PUSH BUTTON
TO CROSS MD 108"); SIGNS; 20 FT. STREET LIGHTING ARM WITH 250
WATT HIGH PRESSURE SCDIUM LAMP AND LUMINAIRE; CLEAN, CUT,
GALVANIZED AND CAP TRAFFIC SIGNAL ARM.

EQUIPMENT. [[] (B) INSTALL 27 FT. TWIN STEEL POLE WITH 60 FT.AND 70 FT. ARMS

ALL UNDERGROUND AND OVERHEAD UTILITIES SHOWN ON

(NOTE: {-3 IN. SCHEDULE 80, 90 DEGREE PVC ELECTRICAL CONDUIT IN

@ DISCONNECT AND ABANDON EXISTING VEHICLE DETECTOR.

INSTALL ELECTRICAL HANDHOLE. [T]

- ® INSTALL 4 IN. SCHEDULE 80 RIGID PVC CONDUIT- SLOTTED. ]

@ INSTALL 3 IN. SCHEDULE 80 RIGID PVC CONDUIT- ’TR&NCHE:D, 1]

(P) INSTALL TWO (2) 4 IN. SCHEDULE 80 RIGID PVC CONDUIT- TRENCHED. [T]

POLE BASE); BLACK FACED LED TRAFFIC SIGNAL HEADS; 20 FT. STREET INSTALL 2 INCH SCHEDULE 80 RIGID PVC CONDUIT-TRENCHEDFOR
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DETAIL A

RIGHT OF WAY

-BOOK NO.

THIS PLAN ARE SCHEMATIC ONLY AND MAY NOT BE COMPLETE. LIGHTING ARM WITH 250 WATT HIGH PRESSURE SODIUM LAMP AND POWER ‘SERVICE FROM UTILITY POLE TO BGE METER ON PROPOSED AN N N
,&ﬁsﬁs CL?QLF}QC;%ﬁogﬂ.%chﬁsﬁggg%ﬁBié% Er?{TATN%TfEY{?ﬁLlTIES LUMINAIRE; CLEAN, CUT GALVANIZED AND CAP TRAFFIC SIGNAL ARM. EQUIPMENT CABINET. | : RIGHT OF WAY A \\ 6’)90 \\\\ \
MAY BE LOCATED IN THE FIELD. IF THE CONTRACTOR PERCEIVES INSTALL 10 FOOT PEDESTRIAN POLE, BREAKAWAY BASE SUPPORT, INSTALL VIDEO DETECTION CAMERA USING PEDESTAL BRACKET | W\ N\ ;S
miTo%c%%NF%;l%TC%%}'rgi%@m%ﬂggms 5ND THE TRARFIC SicnAL. LU © PUSH BUTTON, SIGNAL HEAD AND SIGN (SIGN TO READ *PUSH BUTTON ® TO MAST ARM. - [ | \ Q \ %/ \\\\
ENGINEER IMMEDATELY oY TosT ALL NOTIFY THE PROJECT TO CROSS MD 108" (NOTE: I-3 IN. SCHEDULE 80, 90 DEGREE PVC | \
ENGINEER | THE CONFLICT MAY BE ELECTRICAL CONDUIT ELBOW IN POLE BASE). S RELOCATE EXISTING SIGN FROM EXISTING SIGNAL POLE TO PROPOSED 1 W\ NS
4 [0 (D) INSTALL NEMA SIZE *6* BASE MOUNTED CABINET AND CONTROLLER | ) \ N O \”
3. SIGNAL HEADS AND MAST ARMS HAVE BEEN DESIGNED AND WITH CONTROLLER HARDWARE, VIDEO INTERFACE EQUIPMENT, INSTALL 12 INCH WHITE LEAD FREE REFLECTIVE THERMOPLASTIC [1] @D/K N7
ﬁ%ﬁ'%i’.%’é%%%"o‘\}*éﬁﬁ PROPER MINMUM,_ DISTANCES ARE DISCONNECT, AND METER (FOUNDATION SHALL HAVE THO 4° AND @ PAVEMENT MARKING FOR CROSS WALK, AS DIMENSIONED ON PLAN, \ \\\\ \\ O DETAIL A
A ANIMONT G THAT AL PROFOSED SICNAL ZQUIPMENT STAYS ' (U) INSTALL 24 INCH WHITE LEAD FREE REFLECTIVE THERMOPLASTIC [i] N Q
B O ey TG R . . (E) REMOVE EXISTING STEEL POLE, STRAIN WIRE, SIGNAL HEADS AND PAVEMENT MARKING FOR STOP LINE, AS DIMENSIONED ON PLAN. N
ES. SIGN. REMOVE FOUNDATION TO | FOOT BELOW GRADE. | \ R STATE OF MARYLAND
4. ISEOUENCE OF CONSTRUCTION FOR THE SIGNAL. IS ADDRESSED ® REMOVE EXISTING CONTROL CABINET AND EQUIPMENT. ® HANDHOLE 70 BE *NSTALLED_ AS PART OF INTERCONNECT PLAN. | Dé%?%%&ﬁi i"é"&iﬁ’s"%’&“
N THE TRAFFIC CONTROL NOTES TPOI. () REMOVE EXISTING LIGHTING FOLE, FOUNDATION AND EQUIPHENT (W) CONDUIT TO BE INSTALLED AS PART OF INTERCONNECT PLAN. [T] 08/2/06 REDLINE REVISON No.1 | LR RATFIC ENGINEERING DESIGN DIVISION
5. ALL EXISTING UNUSED ELECTRICAL CABLES SHALL BE REMOVED 4 ’ . INSTALL METER SERVICE PEDESTAL REPLACE SHEET 43. . o ~ OFFICE OF TRAFFIC & SAFETY
. AND DISPOSED OF BY THE CONTRACTOR. | (H) REMOVE EXISTING ELECTRICAL HANDHOLE. ® & | — |
6. ALL_EQUIPMENT TO BE REMOVED SHALL BECOME THE PROPERTY BANDON EXISTING ELECTRICAL HAN (Y) INSTALL 2 INCH SCHEDULE 80 RIGID PVC CONDUIT - TRENCHED. [1] - - MD 108 AND LARK BROWN ROAD
OF THE CONTRACTOR AND SHALL BE REM ABANDON EXISTING ELECTRICAL HANDHOLE. | APPROVALS - REVISIONS
OVED FROM THE SITE GEOMETRIC LEGEND . L , :
AND PROPERLY DISPOSED OF. . (K) ABANDON EXISTING ELECTRICAL CONDUIT. S o oo P LAE EUSTRG STR WFE SO T '" SIGNAL PLAN |
7. SEE PSO3 FOR EXACT RIGHT~OF-WAY LOCATICNS. | ‘ EXISTING | P —— VDED OETECTIN KD NTERCONECT, [ so-os
8. ALL TRAFFIC SIGNAL FOUNDATIONS SHALL BE INSTALLED AT THE CONSTRUCTION DETAILS (CONT.) PROPOSED ' w PIR] ez | ' ' '
' . o \Or . ‘ 07-25-90 REVISE PHASING. RELOCATE POLE |*= 20’ 7-25-80 NTRACT NO. BW-355-802-Ti2
Fhi OCHAK O, s, ook FOR G0, ST et x - (B ot e
SPECIFIED IN MD 816.03, MD 8i8.01 AND MD 813.04. THE CONTRACTOR  [7] (Z) INSTALL 5 INCH WHITE LEAD FREE REFLECTIVE THERMOPLASTIC UTILITY LEGEND WALLACE, MONTGOMERY
SHALL VERIFY ULTIMATE GRADES PRIOR TO THE INSTALLATION OF PAVEMENT MARKING (3 FOOT LINE, 9 FOOT SPACE). T | | . 2384 D
ALL SIGNAL EQUIPMENT. ‘ & 5AS MAIN & ASSOCIATES. LLP - T PO N o G BETLED DESIGNED BY TS NO _
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